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4.3-206 

TABLE 4.3-2  2019 BACKGROUND WELL DATA - ALLUVIUM 

 PARAMETERS 

 Se U Mo SO4 Cl TDS NO3 

NRC Site Standard 0.32 0.16 0.10 1500 250 2734 12 

NMED Site Standard 0.32 0.16 1.0 1500 250 2734 12 

NEAR UP-GRADIENT WELLS 

DD 0.08 0.10 0.002 2090 71 3300 10.8 

DD2 0.003 0.21 <0.001 1470 61 2700 <0.1 

DD3 0.27 0.09 0.028 1950 146 3520 - 

DD4 0.014 0.22 <0.001 1610 63 2780 - 

DD5 0.15 0.21 0.003 2070 84 3580 - 

ND 0.18 0.03 0.01 787 85 1610 0.4 

P 0.13 0.03 0.002 988 49 1830 5.0 

P2 0.39 0.03 <0.03 1390 67 2320 13.5 

P3 0.36 0.02 <0.03 1290 75 2180 13.8 

P4 0.18 0.02 <0.03 924 47 1590 6.7 

Q 0.44 0.05 0.002 1510 66 250 14.1 

R 0.71 0.02 0.002 1400 53 2300 17.1 

FAR UP-GRADIENT WELLS 

914 0.003 0.02 0.002 969 77 1560 <0.1 

920 0.27 0.23 0.001 1530 58 2640 10.4 

921 0.54 0.21 0.003 1650 64 2770 16.8 

922 0.005 0.007 0.004 112 90 819 0.3 

950 0.18 0.13 <0.03 707 138 1530 - 
1 Wells DD, DD2, DD3, DD4, DD5, P, P2, P3, P4, Q, R, 914, 920, 921 and 950 are up-gradient wells 
sampled in 2019. 
2 Wells DD, ND, P, P1, P2, P3, P4, Q and R were used to establish site standards. 
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